Modular line

Plaster bauroc ECOTERM+

MURFOR reinforcement

Levelling mortar if needed
Bitumen felt strip

Elastic compound

bauroc block glue in joint

Mineral wool strip

— Reinforced concrete
Polyethene membrane
Expanded polystyrene or

lightweight aggregate

Compacted layer of
gravel > 200

Coating

o o o -] 0j

Lightweight aggregate block 300 TN

o o o o o

Polyurethane 50

o ° o -] 0]
o o o o o
(] o (] o o

o o -] o -]
o (-] o [ [

(=] o -] o -]
o o o o [

o o -] o -]

o o o o [
o o o o o

o o o -] oj
o o [ o [

o o o o O}

1
o o o o o o o -] o -] I
o [~ L] o o o o o o (-] 1
o o o o o ° o -] o o |
o [~ L] o o o o o o (-] 1
o o o o o o o o (] [
o (-] o o o o o o o o 1
o o o o o (-] o [ o o |
o -] o o o o o o o o 1
o o o o [ o o o o o .
o -] o ° o o o ° o o 1
o o o o [ o o o o o .
o o o o o o (] o (] o 1
° o o o ° o o -] o o |

ooooooooooj
oooooo

[SNe)
o o o o (

0 O o o o

o o o o o
0O 0 0 0 o

0O O o o o

0 O o o o

o o ° o o o o o o

© o o -
0O o 0 0o 0 0O 0O 0 0 ©0
o o o o o o o o o o
0O o 0o 0o 0o 0O 0O 0 0 O |
o o o o o o o o o o

0O 0O 0O 0O 0o 00O 0 0O

© o © ©o o o © 06 o o o o o o o,

OOOOOOOOOO|

o o ° -] o o o o o o ° o o o o -

OOOOOOOOOO|

Polyethene

Footing design in accordance with

the structural designers instructions

Protection against frost lightweight
aggregate or expanded polystyrene

Content

Section through

foundation

grounded floor and bauroc ECOTERM+ wall
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